RESING FOR Mechster
ENGINEERED STONE & COMPOSITE MARBLE

CHARACTERISTICS OF PRODUCTS

e Solid, non-porous and homogeneous

e Unique strength, high thermal shock and impact resistance

e Dimensional Stability

e High Mechanical Properties

* Not affected by water and corrosion

e | ow Resin Consumption

e Excellent fire retardant and does not emit toxic fumes while burning
e Very Good Weather Resistance

APPLICATIONS

Engineered Stone & Composite Marble for

e Kitchen Worktops e Vanity Counter
e | aboratory Worktops e Wall Cladding
e Skirting & Trimmings e Decorative Counters

e Reception & Bar Counters e Furniture items etc...

THE PERFECT CHOICE FOR PEACE OF MIND



STANDARD GRADES:

e Mechster® 9000S(ES) : Orthophthalate Resin for Engineered Stone.
e Mechster® 9000S(M)] : Orthophthalate Resin for Composite Marble.

ALSO AVAILABLE:

e Tailored versions to suit the Processing Techniques / Working Environments are
available up on request

27, Kewal Industrial Estate, Senapati Bapat Marg,

‘,‘m{?fhﬁmtﬂ Lower Parel, Mumbai 400 013, INDIA

‘l’ Commitment to Quality & Consistency  Te|.; +91-22-24922039 / 24951799, Fax: +91-22-24945907
Manupacturers of Composites esins  Email: inffo@mechemco.com | www.mechemco.com

Mechster” is Registered Trade Mark of Mechemco.



